CERTIFIED MATIL

MACK TRUCKS, INC.

One of The Signal Companies [&]
- L 2
0 ,72‘-”//% l ?2 July 11, 1984 =
3 =

Administrator, Nacronal Highway i;

Traffic Safety Administration o

400 Seventh Street, S.W. i

Washington, D.C. 20590 ==

' Att: VIN Coordinator D Ri G‘i {\ggL ;
Gentlemen:

Subject: Vehicle Identification Number (VIN)

Coding Information - Revision D=84

Pursuant to Sections 565.5{(d) and {(e) of 49 CFR Part 565 -
Vehicle Identification Number - Content Requirements, Mack Trucks,

Inc., a mamufacturer of heavy duty diesel trucks of 26,000 pounds
GVWR and greater, submits the attached revision to the VIN

coding information for vehicles manufactured by Mack Trucks, Inc.
and our Canadian subsidiary, Mack Canada Inc..

The following pages have been revised to reflect additions
to our VIN coding information.

Revised Page

Revision Category

Page P-8 Added codes P233 through
P236

Page AR-3 Added code AR40

Very truly yours,

MACK TRUC%Z, INC,
\/!" ' — s

S. Robson
Sr. Project Engineer =~
Vehicle Regulations
bh :
Attachment

\

WORLD HEADQUARTERS: Engineering Division ¢ P.0. Box 1761 » Allentown, Pa. 18105 « (215) 439-3011 » Telex: 084-7424



VIN CODING INFORMATION

FOR MACK VEHICLES

PAGE p-8

CODES P230 THROUGH _P236

MACK VEHICLE

CAB »
copE || MODEL | SERIES | TYPE ENGINE TYPE DESIGNATION
1. | N Cyl. = 672 CID (11.0 IL)
- P230 RD 600 CBE 275 BHP (205 kW) RD688P
| Cyl. = 672 CID (11.0 L)
‘ ; Cyl. - 672 CID (11,0 L)
p232 | RD 600 CBE 75 BEP (205 KW) | RD688SX
P233 RD 800 CBE Cyl. - 672 CID (11.0 L) RD886 S
275 BHP (205 kW)
y - Cyl. = 672 CID (11.0 L)
P234 RD 800 | CBE 275 Bip (205 kW) RD886 SX
. Cyl. = 672 CID .(11.0 L)
P235 RD 800 CBE | 275 BHP (205 Ki) RD8866 S
» Cyl. = 672 CID (11.0 L)
P236 RD 800 |CBE 575 BEP (205 kW) RD8866 SX
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: k' VIN CODING INFORMATION
| ' | | FOR MACK VEHICLES

. ) PAGE AR-3
CODES AR35  THROUGH AR40
| CAB MACK VEHICLE
CODE {| MODEL | SERIES | TYPE ENGINE TYPE DESIGNATION
o 8 Cyl. = 998 CID (16.4 L) ;
AR35 || ME 600 | COE| " 200 BHD (373 kW) MH613
' 6 Cyl. - 672 CID (il.0 L) '
AR36 || MH 700 | COE 350 BED {251 kW) MH713
. g Cyl, = 998 CID (16.4 L) ‘
o ar37 || 700 | COE| ~ 440 BHD (328 i) MH713
6 Cyl. = 855 CID (14.0 L)
AR38 || Mm 600 | COE 450 BEP (336 W) MH6 32
ol | 6 Cyl. - 855 CID (14.0 L)
ar3o || mm 600 | COE o0 BEP {336 i) ME6 33
6 Cyl., = 672 CID (11.0 L)
ar40 || Mm
700 | COE 300 BEP (224 KWl MH713
.
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